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Instructions to Editor:  The ASN.1 encoding in Clause B.4 of TS 33.108 must be modified to define the new parameters required to be reported with the Serving System event.


servingSGSN-Number

[31?] OCTET STRING (  SIZE (1 .. 20 ) ) (  SIZE (1 .. 9 ) ), OPTIONAL

servingSGSN-Address


[32?] OCTET STRING (  SIZE (5 .. 17 ) ), OPTIONAL

-- procedures for the use of the servingSGSN-Number and servingSGSN-Address are
-- provided in Annex H
Instructions to Editor:  The ASN.1 encoding of the GPRSEvent parameter in TS 33.108 needs to be modified to add a codepoint for this event (See Clause B.2.6). Within the ASN.1, the following value should be added

GPRSEvent ::= ENUMERATED 

{


pDPContextActivation 




(1),


startOfInterceptionWithPDPContextActive
(2),


pDPContextDeactivation




(4),


gPRSAttach 







(5),


gPRSDetach 







(6),


locationInfoUpdate 





(10),


sMS 








(11),


servingSystem






(13?),
-- procedures for the use of the servingSystem event are provided in Annex H

...

}

-- see ref [10]

Instructions to Editor: Add new Annex for the Serving System capability

Annex H (Normative):

U.S. Serving System Reporting

This annex provides the details for the reporting of the Serving System event.  

The Serving System event reports the NOW/AP/SvP providing service to an intercept subject with terminal mobility, when the terminal is authorized for service.

A Serving System event is reported from the GPRS HLR when a mobile terminal is authorized for service with another NOW/AP/SvP or in another service area.

The event to HI2 record mapping is as shown in Table H.1

Table H.1: Mapping between Serving System Event and HI2 records type
	Event
	IRI Record Type

	ServingSystem
	REPORT


The ServingSystem event is reported via the REPORT record type.

Table H.2: Mapping between Events information and IRI information

	parameter
	description
	HI2 ASN.1 parameter

	ServingSGSN-Number
	An E.164 number of the serving SGSN
	ServingSGSN-Number

	ServingSGSN-Address
	An IP address of the serving SGSN
	ServingSGSN-Address


The REPORT record is sent to report information about the NWO/AP/SvP providing service to the interception subject with terminal mobility, when the terminal is authorized for service with another NWO/AP/SvP or in another service area. 

The REPORT record shall include the information as described in Table H.3.

Table H.3: Serving System REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	C
	Provide at least one and others when available.

	observed IMSI
	
	

	observed IMEI
	
	

	event type
	C
	Provide Serving System event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Network identifier of the HLR reporting the event.

	lawful intercept identifier
	M
	Shall be provided.

	ServingSGSN-Number
	C
	Provide to identify the E.164 number of the serving SGSN

	ServingSGSN-Address
	C
	Provide to identify the IP address of the serving SGSN
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